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Polarimetric dimension and nonregularity are newly introduced concepts that characterize three-dimensional
(3D) polarization states of light. We analyze the spectral polarimetric dimension and the degree of nonregularity
associated with two kinds of tightly focused beams: a radially fully polarized Gaussian Schell-model (GSM)
beam and a partially polarized beam composed of an incoherent superposition of two orthogonally polarized
(coherent) plane-wave modes. We show that for both beams the focal field can exhibit genuine 3D and nonregular
character, with even perfect nonregularity encountered for the tightly focused two-mode beam. These features
originate from the partial spatial coherence and partial polarization of the incident beams, and in the limit of
full coherence and polarization the three-dimensionality and nonregularity of the focal field vanish. We also
find that the GSM beam can generate a nanoscale region around the focus where the field is essentially 3D
unpolarized. The results demonstrate the rich polarimetric structure of focal fields and may find uses in optical
particle manipulation and sensing.
DOI: 10.1103/PhysRevA.101.053825
I. INTRODUCTION
Three-dimensional (3D) random light is specified by the
physical property that the electric field fluctuates in three
orthogonal spatial directions at a single point in any reference
frame. While the polarization theory of optical beams (planar
light fields) is well developed [1,2], the polarimetric de-
scription of 3D fields has attracted considerable interest only
recently due to the increasing importance of nonparaxial light
fields and near-field situations [3]. Among the novel findings
on 3D light is that the indices of purity provide quantitative
information on the polarimetric purity, while qualitative in-
sight is gained via the components of purity [2,4,5]. The field’s




space) can be characterized with the polarimetric dimension
[6,7] and a new view on the 3D polarimetric structure is
achieved via the notion of nonregularity and the associated
degree of nonregularity [4,8,9]. Quite recently it was demon-
strated that a random evanescent wave created in total internal
reflection of a partially polarized planar field is always in a 3D
[6] and nonregular [10] polarization state.
In this work, we consider another frequently encountered
situation in which genuine 3D fields with a high degree
of nonregularity may be expected, namely, tightly focused
random light beams. Such fields have found a diversity of im-
portant applications. For example, a radially polarized beam
can generate a strong longitudinal focal component and a
small transverse spot size [11,12]. Focal fields may exhibit
polarization Möbius strips [13], novel spin and orbital angular
momentum effects [14,15], and they have been employed for
instance in optical particle manipulation [16] and nanoscopic
sensing [17]. Specifically, we evaluate the spectral polari-
metric dimension and nonregularity of two different types of
2469-9926/2020/101(5)/053825(8) 053825-1 ©2020 American Physical Society
YAHONG CHEN et al. PHYSICAL REVIEW A 101, 053825 (2020)
tightly focused fields. In the first case we take the incident
beam to be a radially fully polarized Gaussian Schell-model
(GSM) beam, and in the second scenario we consider a
partially polarized beam composed of two orthogonal, mutu-
ally uncorrelated plane-wave modes. The focusing is treated
within the Richards-Wolf formalism [3,18–20], combined
with a recently introduced fast calculation algorithm [21]. For
both beam types, genuine 3D and nonregular focal fields are
found. A GSM beam can generate an almost 3D-unpolarized
field around the focal point, while for a partially polarized
two-mode beam even perfect nonregularity can be achieved
at some locations. The true 3D and nonregular features vanish
when the incident beam becomes completely polarized and
spatially coherent, which is expected as the ensuing fully
polarized focal electric field is necessarily restricted to a plane
at every point [6].
The work is organized as follows. In Sec. II, we recall
the polarimetric dimension and the notion of nonregularity. In
Sec. III, the model beams are presented and the Richards-Wolf
formalism for tight focusing is outlined. Section IV discusses
the behavior of the polarimetric quantities in the focal plane
for the two incident model beams. Finally, Sec. V summarizes
the main findings.
II. POLARIMETRIC QUANTITIES
The spectral polarization properties of a random three-
component electromagnetic field, at a point r, are described
by the 3 × 3 polarization matrix
(r, ω) = 〈E∗(r, ω)ET(r, ω)〉, (1)
where E(r, ω) = [Ex(r, ω), Ey(r, ω), Ez(r, ω)]T represents
the electric field at angular frequency ω. The angle brackets,
asterisk, and superscript T stand for the ensemble average,
complex conjugate, and transpose, respectively. The polariza-
tion matrix is a Hermitian matrix whose eigenvalues are non-
negative and we take them to be ordered as λ1  λ2  λ3. The
related (orthonormal, column) eigenvectors are denoted by û1,
û2, and û3. From now on we do not, for brevity, explicitly
show the frequency dependence of spectral quantities.
A. Polarimetric dimension
The polarimetric dimension, quantifying the apparent di-
mensionality or the intensity spread of a light field, can be
expressed as [6]
D = 3 −
√
2[(a1 − a2)2 + (a1 − a3)2 + (a2 − a3)2]
a1 + a2 + a3 , (2)
where a1  a2  a3 are the eigenvalues of Re[(r)] with
Re denoting the real part. For simplicity the spatial depen-
dence of various quantities is omitted here. This notation will
be adopted in many places also later. The eigenvalues are
the intensities of the Cartesian field components in the frame
where the coordinate axes coincide with the principal axes of
the ellipsoid representing the intensity distribution of the field.
The polarimetric dimension is bounded as 1  D  3, with
the lowest value D = 1 corresponding to one-dimensional
(1D) light, i.e., linearly polarized light (a2 = a3 = 0), while
the largest value D = 3 is associated with 3D intensity-
isotropic light (a1 = a2 = a3) [7]. For two-dimensional (2D)
light the electric field vector is in a plane (a3 = 0, a2 > 0)
and the polarimetric dimension satisfies 1 < D  2, with the
case D = 2 signifying a 2D intensity-isotropic field (a2 = a3),
such as a circularly polarized or an unpolarized beam. Values
obeying 2 < D  3 are thus manifestations of genuine 3D
light fields (a3 > 0) whose three components have nonzero
intensity for any orientation of the Cartesian reference frame.
We remark, however, that 3D light can also assume 1 < D 
2 if the intensity distribution is anisotropic. The polarimetric
dimension is invariant under coordinate rotations since they
do not change the polarization state, whereas the polarization-
changing unitary operations may change the D value.
B. Polarimetric nonregularity
Insight into the structure of the 3 × 3 polarization matrix is
provided by the characteristic decomposition [5]
(r) = I[P1̂p + (P2 − P1)̂m + (1 − P2)̂u], (3)
where I = λ1 + λ2 + λ3 is the intensity and
P1 = (λ1 − λ2)/I, P2 = 1 − 3λ3/I (4)
are the indices of polarimetric purity satisfying 0  P1 
P2  1 [22]. Furthermore,
̂p = û1û†1, (5)
̂m = 12 (û1û†1 + û2û†2 ), (6)
̂u = 13 (û1û†1 + û2û†2 + û3û†3 ) = 13 I, (7)
where the dagger stands for conjugate transpose and I is
the 3 × 3 identity matrix. The matrices ̂p and ̂u describe,
respectively, a fully polarized (pure) state and a completely
unpolarized 3D state. The interpretation of ̂m, called the
discriminating component, requires more attention and leads
to the classification of the 3D polarization states into regular
and nonregular states, as introduced in the time domain in
[4,8]. These state types were thoroughly discussed in [9]
and analyzed in the context of evanescent waves in [10].
Excluding the special (regular-field) case P1 = P2, a field is
regular if ̂m is an equiprobable mixture of two orthogonal
states whose polarization ellipses lie in the same plane. In this
case ̂m is real valued and represents a 2D unpolarized state.
For a nonregular field ̂m is complex valued and corresponds
to an incoherent mixture of two equal-intensity states whose
polarization ellipses are confined to different planes. Hence,
for a nonregular state ̂m does not describe 2D unpolarized
light but true 3D light. The discriminating state ̂m is said to
be perfectly nonregular when it is an equiprobable mixture of
a circularly polarized state and a mutually orthogonal linearly
polarized state.
The degree of nonregularity of the discriminating compo-
nent ̂m is defined as PN (̂m) = 4m̂3, where 0  m̂3  1/4
is the smallest eigenvalue of Re(̂m), while the degree of
nonregularity of the full state (r) is given by [9]
PN = (P2 − P1)PN (̂m). (8)
Both degrees are bounded between 0 and 1, with the lower
limit corresponding to a regular state. The extreme case PN =
1 is found exclusively for a state (r) = I̂m with PN (̂m) =
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1, in which case not only the discriminating state ̂m but also
the whole state (r) itself is a perfect nonregular state.
The degree of nonregularity and polarimetric dimension of
̂m are related as [9]
D(̂m) = 3 −
√
1 − 34 PN (̂m)[2 − PN (̂m)]. (9)
Consequently, if ̂m describes a nonregular polarization state,
i.e., PN (̂m) > 0, then necessarily 2 < D(̂m)  5/2, indi-
cating that ̂m represents a field with genuine 3D character.
Furthermore, since Eq. (9) implies that PN (̂m) can be ex-
pressed solely in terms of D(̂m), we find that also the degree
of nonregularity of the total state PN in Eq. (8) is directly
connected to the polarimetric dimension of the discriminating
component.
III. BEAM MODELS AND FOCUSING
We consider the polarimetric dimension and the degree of
nonregularity in the focal region for two types of incident
beams. One is a radially fully polarized but spatially partially
coherent GSM beam, whereas the other is a partially polar-
ized beam composed of two orthogonally linearly polarized,
mutually uncorrelated plane-wave fields. In this section, we
describe the associated 2 × 2 cross-spectral density matrices
(CSDMs), defined as [23,24]
W(r1, r2) = 〈E∗(r1)ET(r2)〉, (10)
where E(r) = [Ex(r), Ey(r)]T represents the (transverse) elec-
tric vector of a beam taken to propagate along the z axis.
The CSDM of a partially coherent beam can be decom-
posed into a sum of CSDMs corresponding to spatially fully
coherent field modes which are mutually uncorrelated. The
advantage of this representation is that the various propagation
and focusing problems involving partially coherent beams can
then be analyzed in terms of coherent optics by considering
the individual modal vector functions. In such a mode repre-
sentation, the coherence matrix in Eq. (10) can be expressed





where En(r) and αn are the mode vectors and their weights,
respectively. The above expression is called the pseudo-
mode representation if the mode vectors are not orthonor-
mal in the region of interest. These representations have at-
tracted significant attention recently [25], and they have been
adopted in many circumstances involving partially coherent
fields [26–30]. The traditional coherent-mode representation
[23,24] likewise has the form of Eq. (11), but the modes are
orthonormal and satisfy a Fredholm integral equation. Below
we also briefly summarize the focusing procedure of the mode
vectors. A detailed description can be found in [21].
A. Radially fully polarized GSM beam
We take the CSDM of a radially polarized GSM beam to
be of the form [31,32]
W(r1, r2) =
√
S (r1)S (r2)g(r)êr (r1)êTr (r2), (12)
where
S (r) = (2r2/w20) exp (−2r2/w20) (13)
denotes the (doughnut-shaped) spectral density with w0 char-
acterizing the beam width and r = |r|. In addition,
êr (r) = cos φêx + sin φêy (14)
is the unit (radial) polarization vector of the beam at point r,
with φ being the azimuthal angle with respect to the x axis,
and êx and êy are the x and y Cartesian unit vectors. The
function g(r), with r = r1 − r2, represents the complex
degree of coherence of the beam and its absolute value equals
the frequency-domain version of the electromagnetic degree
of coherence defined in [33]. For a GSM beam, we have
g(r) = exp [−(r)2/(2δ20)], (15)
where δ0 stands for the transverse coherence width of the
beam.
We construct the vectorial modes for the radially polar-
ized GSM beam by adopting the recently advanced complex
random screens decomposition [34,35]. The technique allows
one to write the degree of coherence g(r) as an incoherent
sum of factored-form functions representing statistically inde-
pendent stochastic screens. This procedure, described in [21],
enables one to express the CSDM in Eq. (12) in the form of
Eq. (11), where the modal weights satisfy αn = 1, for all n,
and the mode vectors are
En(r) =
√
S (r)/NTn(r)êr (r). (16)
Above, N is the total number of screens and Tn(r) is the scalar
transmittance function of the screen of index n. The trans-
mittances are obtained via Tn(r) =
∫
τn(f ) exp (i2πr · f )d2f ,
with τn(f ) = [an(f ) + ibn(f )]
√
p(f )/2 being a complex ran-
dom function of spatial frequency f . Here an(f ) and bn(f ),
with n = 1, . . . , N , constitute two sets of real Gaussian ran-
dom variables each having unit variance and zero mean. The
sets are independent in the sense that the variables in one are
independent of those in the other. The combination of an(f )
and bn(f ) with fixed n defines a complex circular Gaussian
random variable. In addition, p(f ) is the (deterministic) power
spectrum associated with the complex random screens, given
by p(f ) = ∫ g(r) exp (−i2πr · f )d2r.
B. Incoherent superposition of orthogonally
polarized plane-wave modes
We assume a field composed of well-collimated x and y
orthogonally polarized, mutually uncorrelated plane waves.
The electric-field components for this field can be written as
E j (r) = Ej exp (ik0z)ê j, j ∈ {x, y}, (17)
where the amplitude Ej is a random variable and k0 = ω/c
is the wave number with c denoting the vacuum speed of
light. Since Ex and Ey are uncorrelated, the CSDM at a plane







where Wj j = 〈E∗j E j〉, with j ∈ {x, y}. Because both field com-
ponents are fully coherent, they can be expressed in the
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FIG. 1. Geometry related to focusing a mode vector En(r) by an
aplanatic lens of focal length f . The focal plane is at z = 0. The
mode vector transmitted through the lens is E (t)n (φ, θ ). The (wave)
vector k specifies the direction of a plane wave (ray) emanating from
a point on the reference sphere and is expressed in terms of the angles
φ and θ .
factored form Wj j = E∗j E j , where E j is a complex number. In
view of the representation in Eq. (11), the beam contains two
modes given by the constant vectors
E1(r) = Ex êx, E2(r) = Eyêy, (19)
and the weights α1 = α2 = 1. In the simulations we set Ey = 1
and vary Ex whose phase is set to zero.
Since the CSDM is constant, it equals the polarization
matrix as (r) = W(r, r). The degree of polarization of the
incident beam therefore can be written as [23]
P2D = |Wxx − Wyy|
Wxx + Wyy . (20)
The degree is bounded between 0 and 1 with the extreme
values referring to a fully 2D unpolarized and fully polarized
beam, respectively.
C. Richards-Wolf formalism for tight focusing
Next we briefly recall the Richards-Wolf formalism for
computing the strongly focused field distribution produced
by an aplanatic objective lens (or an optical system). More
detailed descriptions can be found in the literature [3,18,19].
The transmission through the lens is treated within the ray
picture and the lens is taken to obey the sine condition, i.e.,
the incident rays are refracted at the reference sphere whose
radius equals the focal length f of the lens, as illustrated in
Fig. 1. We assume that the medium preceding the lens is
vacuum while the refractive index after it is nt . An incident
spatially fully coherent mode En(r) propagating along the z
axis is decomposed into the radially and azimuthally polar-
ized constituents, with the related polarization unit vectors
êr [Eq. (14)] and êφ = − sin φêx + cos φêy, respectively. In
transmission the radial polarization unit vector tilts at the
off-axial points and acquires a longitudinal (z) component,
whereas the azimuthal polarization unit vector remains in the
original direction. These vectors, corresponding to a plane
wave (ray) propagating away from the reference sphere at a
point determined by (φ, θ ), can be written as ê(t)r = cos θ êr +
sin θ êz and ê
(t)
φ = êφ . The angle θ is bounded between 0 and
θmax = arcsin(NA/nt ), with NA being the numerical aperture
of the lens. Thus, the mode after the reference sphere be-
comes E (t)n (φ, θ ) = trE (rad)n (φ, θ )ê(t)r + tφE (azi)n (φ, θ )ê(t)φ , where
E (rad)n (φ, θ ) and E (azi)n (φ, θ ) are the amplitudes of the radial
and azimuthal components of the incident mode, respectively,
while tr and tφ are the transmission coefficients for the two
polarization directions. Due to the power conservation re-
quirement and the sine condition, tr = tφ =
√
cos θ/nt holds.
The mode vector in the focal region is obtained by inserting
E (t)n (φ, θ ) into the Richards-Wolf diffraction integral [36]




E (t)n (kx, ky) exp (ikzz)k−1z
× exp [−i(kxx + kyy)]dkxdky, (21)
where ρ = (x, y), k⊥ = (kx, ky), and  = 2πNA/λ with λ =
2πc/ω. The location on the reference sphere is represented
in terms of the wave-vector components kx = −k sin θ cos φ,
ky = −k sin θ sin φ, and kz = k cos θ with k = 2πnt/λ. The
transformation from the angles to the wave-vector space was
made in order to conform to the fast calculation algorithm put
forward in [21]. The integration in Eq. (21) is limited to the
directions covered by the numerical aperture.
The CSDM near the focal region can be evaluated as







n (ρ2, z2). (22)
The polarization matrix in the focal region is readily obtained
through (ρ, z) = W(f)(ρ, z; ρ, z).
IV. SIMULATION RESULTS
In this section, we present the simulation results concern-
ing the polarimetric dimension and nonregularity in the focal
plane of the tightly focused beams described in Sec. III. The
parameters of the focusing geometry in Fig. 1 are taken to be
NA = 0.95, f = 3 mm, and nt = 1, whereas the wavelength
of both beams is λ = 632.8 nm. For the radially fully polar-
ized GSM beam, the beam width is fixed at w0 = 1 mm.
A. Radially fully polarized GSM beam
Figures 2(a)–2(f) show the spatial distributions of the
polarimetric dimension D of Eq. (2) in the focal plane z = 0
for a tightly focused radially polarized GSM beam whose
transverse coherence length δ0 is 10, 2, 1.3, 1.0, 0.5, and
0.05 mm, respectively. The high-intensity region where the
intensity is larger than 10% of its maximum value is depicted
with a dashed circle. In Figs. 3(a)–3(f) the gray dashed, blue
dotted, and purple dash-dotted curves show the coefficients
P1, P2 − P1, and 1 − P2 of the characteristic decomposition in
Eq. (3) along the positive x axis in the focal plane for the above
coherence lengths. These facilitate explaining the content
of Fig. 2.
In general, the contours of the polarimetric dimension in
Fig. 2 display rings in all cases. When the radially polarized
incident beam is spatially highly coherent, the focus field is
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FIG. 2. Spatial distribution of the polarimetric dimension D in
the focal plane (z = 0) of a tightly focused radially polarized GSM
beam, with the spatial coherence width δ0 of (a) 10 mm, (b) 2 mm,
(c) 1.3 mm, (d) 1.0 mm, (e) 0.5 mm, and (f) 0.05 mm. Inside the
dashed circle the intensity is larger than 10% of its maximum value
and D(0) indicates the polarimetric dimension in the focal point.
Notice the different length scale in (f).
necessarily highly polarized and therefore lacks 3D character
[6], as shown in Fig. 2(a) with 1  D  2. In this case essen-
tially only the first term in the characteristic decomposition
is present, as seen from Fig. 3(a) where P1 ≈ 1. Thus the
polarization is close to a linearly polarized and circularly
polarized state in the cases D ≈ 1 and D ≈ 2, respectively,
and elliptically polarized in other cases. However, the orien-
tation of the plane containing the ellipse may vary from point
to point. Concerning the important region of high intensity,
the field in the immediate neighborhood of the focal point is
almost one dimensional (linearly polarized) with D = 1.09.
This feature originates from a strong longitudinal field com-
ponent which is generated around the focal point [11,12]. This
region is surrounded by a ring of 2D (circularly polarized)
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FIG. 3. Behavior of the degrees of nonregularity PN and PN (̂m ),
and the coefficients P1, (P2 − P1), and (1 − P2) of the characteristic
decomposition along the positive x axis in the focal plane (z = 0) for
the tightly focused radially polarized GSM beam when the transverse
coherence length δ0 is (a) 10 mm, (b) 2 mm, (c) 1.3 mm, (d) 1.0 mm,
(e) 0.5 mm, and (f) 0.05 mm. The solid vertical line indicates
the point where the intensity has dropped to 10% of its maximum
value.
When the coherence width of the incident beam decreases,
the polarimetric dimension starts to assume values larger than
2, hence expressing true three dimensionality of the field. In
particular, an area with D > 2 is observed in the high-intensity
region in all Figs. 2(b)–2(f). This behavior originates from the
reduced intensity of the longitudinal component relative to the
transverse components. Insight into this feature is gained from
Figs. 3(b)–3(f), which demonstrate that the coefficients P2 −
P1 and 1 − P2 in the characteristic decomposition dominate
over P1 close to the focal point. This holds the farther from
the origin the lower δ0 is, and eventually over the complete
high-intensity region when δ0 = 0.05 mm. In Figs. 2(b)–2(d)
the 3D unpolarized component ̂u dominates near the origin,
whereas in Figs. 2(e) and 2(f) the discriminating component
̂m gives the strongest contribution to the polarization ma-
trix. The largest possible focal-point value D(0) = 2.96 is
found to be achieved when δ0 = 1.3 mm; the case shown in
Fig. 2(c). As seen from Fig. 3(c) the polarization matrix is
proportional to approximately ̂u in this case. Thus, high-NA
focusing of a radially polarized, partially spatially coherent
GSM beam can generate a focal field which is essentially
3D unpolarized in a small region around the focus. For the
053825-5

































FIG. 4. Spatial distribution of the polarimetric dimension D in
the focal plane (z = 0) of a tightly focused, partially polarized two-
mode beam whose degree of polarization P2D is (a) 0, (b) 0.3, (c) 0.6,
and (d) 0.9. Inside the dashed circle the intensity is larger than 10%
of its maximum value.
chosen wavelength we may estimate the radius of this region
to be about 100 nm. In the limit δ0 → 0 the distribution of
the polarimetric dimension within the high-intensity region
becomes nearly uniform with the value D = 2.35, indicating
that the field is genuinely 3D in character over the whole focal
domain. Figure 2 also demonstrates that the size of the focal
intensity spot (illustrated by a dashed circle) increases with
decreasing δ0.
The degrees of nonregularity PN of the total polarization
matrix (r) and PN (̂m) of the discriminating component
are depicted in Fig. 3 with red and green solid curves, re-
spectively. Within the important region where the intensity
is larger than 10% of its maximum value (marked with a
vertical line), the degree of nonregularity of the discriminating
component can be high for the four largest coherence lengths
[Figs. 3(a)–3(d)]. In Fig. 3(a) where δ0 = 10 mm, the compo-
nent ̂m is almost perfectly nonregular with PN (̂m) ≈ 1 on
a certain ring. However, in this case the weight factor P2 − P1
is virtually zero, so the contribution of ̂m to the (practically
fully polarized) total state (r) is negligible. But we observe
the general trend that with reducing δ0 the coefficient P2 − P1
increases while PN (̂m) decreases. Therefore, we may expect
a maximal degree of nonregularity of the whole state to
take place for a certain δ0, which is found to be PN ≈ 0.2
achieved close to δ0 = 2 mm plotted in Fig. 3(b). We further
see that in all cases the field is essentially regular at the
focal point, while with a decreasing coherence width the field
becomes eventually regular throughout the high-intensity area





























































































FIG. 5. Left: Spatial distribution of the degree of nonregularity
PN in the focal plane (z = 0) for a tightly focused, partially polarized
two-mode beam. Right: Behavior of the associated degrees of non-
regularity PN and PN (̂m ) as well as the coefficients P1 and 1 − P1 of
the characteristic decomposition along the positive x axis in the focal
plane. The degree of polarization P2D of the incident beam is (a),(b)
0; (c),(d) 0.3; (e),(f) 0.6; and (g),(h) 0.9. Inside the dashed circle in
the left panels the intensity is larger than 10% of its maximum value.
The length scale in the right panels extends over the dashed circle
regions of the left column.
B. Incoherent superposition of orthogonally
polarized plane-wave modes
Figure 4 shows the polarimetric dimension D at the focal
plane for a partially polarized incident beam whose CSDM
is given in Eq. (18). The cases of Figs. 4(a)–4(d) correspond,
respectively, to the degrees of polarization P2D of 0, 0.3, 0.6,
and 0.9 of the beam. The dotted curves isolate the region
where the intensity is over 10% of its maximum value.
The focal-plane distributions of the degree of nonregularity
053825-6
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PN of the total polarization matrix (r) for the above
P2D values are plotted in Figs. 5(a), 5(c), 5(e), and 5(g),
while Figs. 5(b), 5(d), 5(f), and 5(h) depict PN (red solid
line), PN (̂m) (green solid line), P1 (gray dashed line), and
1 − P1 (blue dotted line) along the positive x axis within the
high-intensity region. For this beam type P2 = 1 throughout
the focal plane (not shown in Fig. 5) and hence the 3D
unpolarized component ̂u is not present in the characteristic
decomposition.
We first observe that in the case of an unpolarized beam the
region of high intensity is circular but becomes asymmetric
when P2D increases, i.e., the intensity ratio of the two orthog-
onal components grows. In other words, the state of partial
polarization induces an asymmetric intensity spot at the focus,
as found also in [37]. Similar behavior is seen in the contours
of the polarimetric dimension, whose form transforms from
circular to asymmetric with increasing P2D. In the case of an
unpolarized beam the field in the region around the origin is
essentially two dimensional. This is surrounded by a thick
ring of genuine 3D light, for which D > 2, and we see from
Fig. 5(a) that this field is nonregular. The 3D character is
solely due to the discriminating component ̂m since P2 = 1
in the characteristic decomposition. When P2D increases the
polarimetric dimension tends to decrease and for P2D = 0.9
only a small region with D > 2 exists. For all P2D values,
when D > 2 within the area of strong intensity, the field
is nonregular. Although not shown, in the limit P2D → 1
the polarimetric dimension obeys 1  D  2 throughout the
focal plane, as expected, since the focal light becomes fully
polarized for which the electric field is necessarily restricted
to a plane at every point [6]. Hence, due to the lack of 3D
character, the field also becomes regular when P2D → 1, as
indicated by Fig. 5(g).
Regarding the information provided by the right column
of Fig. 5, we find from Fig. 5(b) that for an unpolarized
incident beam the field around the focal point is to a good
approximation 2D unpolarized since P1 = 0 and the field is
regular. With increasing distance from the origin the contri-
bution of the nonregular discriminating component becomes
stronger generating the ring of D > 2 in Fig. 4(a). At a
certain distance in Fig. 5(b), the ̂m state is perfectly non-
regular with PN (̂m) = 1. This behavior is also visible in
Figs. 5(d), 5(f) and 5(h). In Fig. 5(f) P1 = 0 occurs near
the point where the discriminating component is perfectly
nonregular and hence the degree of nonregularity of the
total field PN can reach a value close to 1. In this case,
the total field is in a perfect nonregular polarization state.
In general, when P2D increases, the contribution of ̂p in-
creases, whereas that of ̂m decreases next to the focal point.
Finally, we remark that for this beam type, notably larger
degrees of nonregularity can be achieved in the focal region
compared to the radially polarized GSM beam considered in
Sec. IV A.
V. CONCLUSIONS
In this work, we examined two polarimetric descriptors,
the polarimetric dimension and the degree of nonregularity,
in the focal plane of a high-NA optical system. A radially
(fully) polarized, spatially partially coherent GSM beam
and a partially polarized beam composed of two mutually
uncorrelated (spatially coherent) plane-wave modes were
taken as the incident fields. The focal-field polarization matrix
was computed within the Richards-Wolf formalism combined
with a recently introduced fast calculation protocol. For both
beams, rings where the polarimetric dimension exceeds the
value of two, indicating a genuine 3D character of the field,
were found in the focal region. For the two-mode beam also
isolated spots of 3D light were observed. In these regions,
the field, as a rule, is nonregular. In the limit of full spatial
coherence and complete polarization the focal field becomes
fully polarized. Consequently, as the electric field vector in
such cases is restricted to a plane, which, however, may have
different orientations at different points, the 3D features and
nonregularity vanish. We also found that the GSM beam can
produce a nanoscopic region around the focal point where the
field is almost 3D unpolarized, and that the two-mode beam
can generate a focus field which is virtually perfectly nonreg-
ular at certain locations. The results provide insight into the
complicated and rich polarimetric structure of genuine 3D fo-
cal fields and may find use, for instance, in studies concerning
focus-field design, particle manipulation, and focal spin.
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